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Annex I:

2006 China International Concrete Technology Conference

Submit Essay Notice

Deadline: The complete (MS Word format) essay must be send by disk or E-mail to the committee before 30th Dec, 2005. Committee email Add: info@chinaconcretes.com

The Essay (include drawing, table) under in 8 pages, the specially invite report under in 10 pages. 
1. The page set size A4, the print type 160mm x 235mm, single space, 12pt, do not need to mark the page number; 

2. The essay topic should use 14pt black size. Under the topic show the writer name, unit (Do not use the title like Prof., Doctor); 

3. Summary controls under then 150 words, the key words under then 5 words; 

4. The subtitle should use 10.5pt, flush left; 

5. The reference should use the right superscript; reference show at the end of the essay. Show as: the public issue - the writer (before three), essay topic, issue number, volume, issue, year, start page so on; the article - author, name of the book, publisher, place, year so on;

6. The table format is three line tables, topic show the top of the table, flush center, all the word and number use size 10pt; 

7. The chart only accept black & white, the coordinate face inside, must be clear and can edit. Not accept handwriting chart. The chart number and name show on the below the chart, size 10.5pt. 

* Below page is the sample show the format of the essay. 

高性能混凝土的断裂特性研究
[image: image1.jpg](空两行)

（五号楷体）吴  尧1，陈小兵2
（1. 同济大学材料科学与工程学院，上海 200092）（六号宋体）

（2. 东南大学土木工程学院，南京 210096）

摘要（小五号黑体）：根据实测应力~应变曲线，比较高性能混凝土与普通混凝土的破坏形态。通过单轴拉伸试验测定了普通强度和高性能混凝土的断裂能、裂缝最大张开度、断裂韧性等断裂参数，并利用脆性指数（小五号宋体）

关键词（小五号黑体）：高性能混凝土；应力~应变曲线；断裂（小五号宋体）

1.引言（五号黑体，2倍行距）

（五号宋体，单倍行距）高性能混凝土由于水灰比小，使得水泥石内部以及集料与水泥石的界面的微观结构都得到了很大的改善，提高了混凝土抗压、抗拉等力学性能。然而，对硬化后的高性能混凝土的SEM分析表明[1]，在集料与水泥石之间以及水泥石内部都清晰可见微小裂纹。与普通混凝土相似，这些微小裂纹构成了高性能混凝土内部的微观缺陷，并最终在外部荷载或周围环境作用下由这些微缺陷的繁衍、相互搭接，形成宏观裂缝的扩展而导致混凝土的破坏断裂。与普通混凝土所不同的是，高性能混凝土的界面区不再是混凝土的薄弱环节[2，3]。相反，由于机械咬合和化学作用，界面区有时甚至比水泥石或集料本身的强度还高。因此，高性能混凝土的破坏机理和断裂特性必然不同于普通混凝土。

2.高性能混凝土的破坏机理

2.1 高性能混凝土的压缩应力 ~ 应变曲线

混凝土的破坏机理可宏观地用单轴压缩下的应力~应变全曲线来描述。图1所示为典型的从普通混凝土到高强混凝土（强度达100MPa）的压缩应力~应变全曲线。

                                    （空一行）
表1                抗压强度与峰值应变（小五号黑体）
	抗压强度

（MPa）
	峰值应变

（mm/mm）

	14.0
	0.00176

	21.5
	0.00205

	26.3
	0.00210


（空一行）

参考文献（五号黑体）

（空一行）
[1] 陈东，高性能混凝土的耐久性研究，硅酸盐学报，27（5），1999：412-417.（小五号宋体）

[2] 谈肖非，混凝土声发射技术基础，同济大学出版社，上海，1995.
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